300 Watt DC to Dual Outlet AC Power Inverter 


OWNER’S MANUAL — Please read before using this equipment. 


Your RadioShack 300 Watt DC to Dual Outlet AC Power Invert- 
er converts 12-volt vehicle battery power Into 115 volts of AC 
power. You can use the Inverter In your vehicle to operate 
many types of appliances that use AC power such as TVs, 
VCRs, portable computers, power tools, and lights for emer- 
gency or camping use. 

The Inverter works with your vehicle’s engine turned on or off. It 
provides a continuous output of up to 300 watts, and sustains a 
temporary output of 340 watts for approximately 5 minutes. It 
can “cold start” a load of up to 380 watts. 

Caution: Do not use the Inverter In a positively grounded vehi- 
cle. 

600W Peak Power — lets you use the Inverter to power appli- 
ances that require a large amount of Initial (peak) power to 
work (such as many personal computer monitors and TVs). 

Low Battery Alarm — the Inverter sounds an audible alarm 
then turns Itself off If the source battery becomes too low. 

Auto Shutdown/Reset Protection — the Inverter temporarily 
shuts Itself down to protect Itself from overheating, and restarts 
automatically when It cools. 

Reverse Polarity Protection — the Inverter’s bullt-ln fuse 
helps protect the Inverter If you accidentally connect It to a bat- 
tery the wrong way. 

Overload/Short Circuit Protection — the Inverter automati- 
cally turns Itself off If the connected load Is too high or It shorts, 
alerting you to unplug It or correct the short. 

Auto TV Starting Circuit — lets you use the Inverter to power 
personal computer monitors and TVs more easily. 

Two 30A Fuses Suppiied — the Inverter comes with one fuse 
already Installed, as well as a spare fuse. 

Duai AC Outiets — let you use the Inverter to power up to two 
appliances at the same time. 

HEAT DISPERSAL 

The Inverter generates heat while It Is working. This Is not a 
malfunction. However, If the Inverter gets too hot while working. 
It will turn Itself off. 

Position the Inverter where air flows freely around It to allow the 
heat to disperse. 

The Inverter’s thermal protection prevents It from operating 
when Its temperature exceeds 158°F (70°C). Operation re- 


sumes when the temperature decreases to about 104°F (40 
°C). 

CONNECTING POWER 

Your Inverter comes with two types of connection cords. Deter- 
mine the type of appliance that you want to power, then follow 
the appropriate steps below. 

important: 

• If you are powering a device with a power rating of 140 
watts or more, you must connect the cord with the alligator 
clips to the Inverter. Otherwise, connect the cord with the 
cigarette-lighter plug to the Inverter. 

• The Inverter’s bullt-ln fan runs at high speed when you turn 
on the Inverter. If It runs slowly or stops. Immediately dis- 
connect the Inverter from any power source, then take It to 
your local RadioShack store. 

Powering Devices with a Power Rating of Less 
Than 140 Watts 

1. Align the rectangular locking tab on the cigarette-lighter 
cord’s plug with Its matching groove on the Inverter’s con- 
nector, then press the plug and connector together until 
they click. 

2. Plug the cigarette-lighter plug Into the vehicle’s cigarette- 
lighter socket. 



Cautions: 

• The cigarette-lighter plug might get warm while It Is 
plugged Into a cigarette-lighter socket. Unplug It from the 
socket and let It cool completely before you store It. 

• Using a dirty cigarette-lighter socket might cause your 
vehicle’s battery to discharge below 10 volts. If you can- 
not turn on the Inverter, unplug It from the clgarette- 
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lighter socket, make sure the socket and plug are clean, 
then reconnect it. 

3. Set the inverter’s switch to I (on). The power switch’s indi- 
cator lights. 

4. Plug the desired device’s AC plug into one of the inverter’s 
AC sockets. You can connect one or two AC plugs to the 
inverter. 

Note: If necessary, you can use an AC extension cord. The 
extension cord’s rating should be equal to, or greater than, 
the current rating (amps) of the device being powered. 

5. Turn on your device’s power as you normally would. 

6. When you are not using the inverter, flip its power switch to 
O (off). 

Powering Devices with a Power Rating of 140 to 
300 Watts or More 

1. Align the rectangular locking tab on the alligator clip cord’s 
plug with its matching groove on the inverter’s connector, 
then press the plug and connector together until they click. 

2. Clip the red alligator clip to the vehicle battery’s -i- terminal 
then clip the black alligator clip to the vehicle battery’s - ter- 
minal. 



3. Set the inverter’s switch to I (on). The power switch’s indi- 
cator lights. 

4. Plug the desired device’s AC plug into one of the inverter’s 
AC sockets. You can connect one or two AC plugs to the 
inverter. 

Note: If necessary, you can use an AC extension cord. The 
extension cord’s rating should be equal to, or greater than, 
the current rating (amps) of the device being powered. 

5. Turn on your device’s power as you normally would. 

6. When you are not using the inverter, flip its power switch to 
O (off). 


AUTOMATIC SHUT-OFF 

Your inverter automatically shuts off under certain conditions. If 
your inverter shuts off, follow these recommended solutions to 
restore operation. 


Condition 

Solution 

Device being powered 
has a short circuit. 

Unplug the device. If the inverter resumes 
normal operation, the device being powered 
is faulty. 

Temperature exceeds 
158°F (70°C). 

Disconnect the device and wait until the 
inverter cools. The device’s power require- 
ment might exceed the inverter’s rating (see 
“Heat Dispersal’’). 

Power load exceeds 
380 watts. 

Disconnect one or both of the connected 
devices. Only connect devices with a power 
load of less than 380 watts. 

Vehicle battery volt- 
age is lower than 1 0V. 

Run the vehicle’s engine to recharge the bat- 
tery, then turn the inverter’s power switch off 
and on. 


LOW BATTERY ALARM 

When the inverter’s input voltage decreases to lower than 
about 11 volts DC, it sounds an alarm indicating the connected 
vehicle battery is weak. Stop operation immediately. 

When the input voltage decreases to lower than about 10 volts 
DC, the inverter’s output cuts off to prevent battery power drain- 
age. 

REPLACING THE FUSE 

If you accidentally connect the inverter to a battery’s terminals 
incorrectly or the inverter does not operate, you might need to 
replace the 30-amp blade-type fuse on the inverter’s back pan- 
el. 

Caution: Do not use a fuse with ratings other than those speci- 
fied. Doing so might damage your inverter. 

1. Grasp the fuse’s plastic end and pull it out of the back of 
the inverter. 

2. If the fuse is blown, replace it with the supplied spare 30- 
amp fuse. 

3. Grasp the fuse’s plastic end and push it in. 
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CARE 


SPECIFICATIONS 


Keep the inverter dry; if it gets wet, wipe it dry immediateiy. Use 
and store the inverter oniy in normai temperature environ- 
ments. Handie the inverter carefuiiy; do not drop it. Keep the in- 
verter away from dust and dirt, and wipe it with a damp cioth 
occasionaiiy to keep it iooking new. 

Modifying or tampering with the inverter’s internai components 
can cause a maifunction and might invaiidate its warranty. If 
your inverter is not performing as it shouid, take it to your iocai 
RadioShack store for assistance. 


Input 11.5-16V DC 

Output 115V AC/60 Hz 

Standby Current 0.4 A @ 13.8V 

Output Power 600 W peak for 1 cycle @ 60 Hz or 

340 W (5 minutes min.) @ 77°F (25°C) ambient or 
300 W continuous @ 77°F (25 °C) ambient 
(85% efficiency typical @ 300 W) 

Auto Shut Off Protection Protects against output short circuit 

over-temperature @ 158°F (70°C) or 
when power exceeds 380 W or 
low battery shut down @ < 1 0V 

AC Outlets Two 

Cooling fan power consumption 2 W 

Input Connector Cigarette Lighter Plug and Alligator Clips 

(both supplied) 

Dimensions (HWD) 1 7s x 4 x 6V2 Inches 

(48 X 102 X 165 mm) 

Weight (without external cables) 12 lbs 

(750 g) 

Supplied Accessories spare 30A blade-type fuse 

DC power cord with cigarette-lighter plug 
DC power cord with alligator clips 

Specifications are typical; individual units might vary. Specifications 
are subject to change and improvement without notice. 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workman- 
ship under normai use for ninety (90) days from the date of purchase from RadioShack company- 
owned stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PROViDED 
HEREiN, RadioShack MAKES NO EXPRESS WARRANTiES AND ANY iMPLiED WARRANTiES, 
iNCLUDiNG THOSE OF MERCHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PURPOSE, 
ARE LiMiTED iN DURATiON TO THE DURATiON OF THE WRiTTEN LiMiTED WARRANTiES 
CONTAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack SHALL HAVE NO LiABiL- 
iTY OR RESPONSiBiLiTY TO CUSTOMER OR ANY OTHER PERSON OR ENTiTY WiTH RE- 
SPECT TO ANY LiABiLiTY, LOSS OR DAMAGE CAUSED DiRECTLY OR iNDiRECTLY BY USE 
OR PERFORMANCE OF THE PRODUCT OR ARiSiNG OUT OF ANY BREACH OF THiS WAR- 
RANTY, iNCLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES RESULTiNG FROM iNCONVE- 
NiENCE, LOSS OF TiME, DATA, PROPERTY, REVENUE, OR PROFiT OR ANY iNDiRECT, 
SPECiAL, iNCiDENTAL, OR CONSEQUENTiAL DAMAGES, EVEN iF RadioShack HAS BEEN AD- 
ViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow iimitations on how iong an impiied warranty iasts or the exciusion or iimita- 
tion of incidentai or consequentiai damages, so the above iimitations or exciusions may not appiy to 
you. 

in the event of a product defect during the warranty period, take the product and the RadioShack 
saies receipt as proof of purchase date to any RadioShack store. RadioShack wiii, at its option, un- 
iess otherwise provided by iaw: (a) correct the defect by product repair without charge for parts and 
iabor; (b) repiace the product with one of the same or simiiar design; or (c) refund the purchase 
price. Aii repiaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or repiaced parts and products are warranted for the remainder of the 
originai warranty period. You wiii be charged for repair or repiacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover: (a) damage or faiiure caused by or attributabie to acts of God, abuse, 
accident, misuse, improper or abnormai usage, faiiure to foiiow instructions, improper instaiiation or 
maintenance, alteration, lightning or other incidence of excess voitage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumabies such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, instaiiation, set-up service adjustment or reinstailation. 

This warranty gives you specific iegai rights, and you may aiso have other rights which vary from 
state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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